Amendment Under 37 C.F.R. §1.111 Atty Dkt No. Q68027 

U.S. Appln No. 10/044,935 

AMENDMENTS TO THE CLAIMS 

This listing of claims will replace all prior versions and listings of claims in the 
application: 

LISTING OF CLAIMS: 

7. Currently Amended) A plasma display panel (PDP) device comprising first and 

second panels (10,44), a plurality of display cells (40) sandwiched between said first panel (10) 
and said second panel ftif in a matrix and each receiving therein discharge gas, first and oocond 
sustaining electrodes (12, 13) a scanning elect rode and a common sustaining electrode extending 
in a first direction of said matrix of display cells, and a data electrode (m extending in a second 
direction of said matrix of display cells perpendicular to said first direction, said first sustaining 
olcctrodo (12) scanning electrode being disposed for each row of said matrix of display cells, 
said ^.nnH mr toi ni tm nWtrnHn . (m common sust a ining electrode being disposed for a plurality 
of rows of said matrix display cells over a total wi d th of a plurality of said display cells for said 
plurality of rows and on a different level from a level where said scanning electrode is provided. 

8. (Currently Amended) The PDP device as defined in claim 7, wherein said fest-and 
r^nnH rnntnining nlnrtrnde scanning elect r ode and said common sustaining electrode are 
disposed on said first panel, and said data electrodes are eigctrodeis disposed on said second 
panel. 
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9. (Currently Amended) The PDP device as defined in claim 7, wherein said fest 
sustaining oloctrodoG are scanning electrode is disposed on said first panel, and said seeend 
sustaining electrodes common sustaining electrode and said data electrod e s electrode are 
disposed on said second panel. 

10. (Currently Amended) The PDP device as defined in claim 8, further comprising 
a third another common sustaining electrode disposed on said second panel. 

11. (New) The PDP device as defined in claim 8, wherein sustaining discharge is 
effected between said common sustaining electrode and said data electrode. 

12. (New) The PDP device as defined in claim 9, wherein sustaining discharge is 
effected between said common sustaining electrode and said scanning electrode. 

13. (New) The PDP device as defined in claim 10, wherein sustaining discharge is 
effected between said common sustaining electrode and said another common sustaining 
electrode. 
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